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MATERIAL SAFETY DATA SF iEET 	 Date Ootober7, 1997 

1. PRODUCTAND 	 Trade Name: 
	

SU-BD Searn Sealer 
COMPANY 	 Chemical Name: Mixture 
IDENTIFICATION 	 Synanyms: 

	
Not applicable 

Chemical Family: 9okrtion of Poly (vinyl chionde) Copoiymer 
Formula: 
	

Mixture, see befow. 

COMPANY ADDRESS: 	 Congoieum Corporation 
211 Unmensfij Office Plaza li 
3705 Quakerbridge Road 
MercerviNe, NJ 08619 

EMERGENCY CONTACT: 	 CALL CHEM TEL AT'E-BDD-255-3924 
TRANSPORTATION EMERGENCY: 	CALL CHEtall TEL AT 1400-2554924 

2. COIIAPOSRION/JNFORMATION ON INGREDIENTS 

Componerrt CAS Number 
% By 

Weight 
OSHA PEL 

Ppm 	mglm' 
ACGiH TLY-TWA 

pPm 	mg(m' 
Methyl ethyl ketone 78-93-3 30"35 200 590 200 590 
Toluene 108-88-3 30.35 20D s0• 1988  

Tetrahydrofuran 108-99-9 16-20 20Q 590 200 590 
PVC/PVAcopoymer 9003-22-9 Balance NE NE NE NE 
Bulyl benzyt phshalate 85-0-7 <5 NE NE NE NE 	

If 

NE = Not EstaWfshed 'Toluene cames the "SKIN" desegnabon, indKNa4ng that it cm be 
absorhed and toxic via skin exposure 

Addittonal Exposure Standards The foiiowing additional exposunz standards may appty 
Tetrahydrofuran 	 ACGIH STEL 	250 ppm (737 mghn') 
To;uene 	 OSHA CEILING 	300 ppm 

OSH11 	 500 ppm (10-min peak) 
Methyi ethyl ketone. 	ACGIH STEL 	300 ppm (885 mytm') 

Fienu—~;.T' ~ 

DANGERt E7(TREMELY FLAMMABLE. HARMFUL OR FATAL 1F SWALLOWED. KEEP OUT OF REACH 
OF CHILDREN. Keep away flam heaL sparks and open fiame. Oo Not Smoke Exbnguish aN 8ames, piiot 

hgtlts and oNcer sourcea of ignitian durmg use and unhl aA vapors are gone. Use In well venblated area Vapors 
are heavler than av and collect in low areas. Vapors are harmful. Avad breathing vapora Eye and sian irritant 

Protect skm and eyes from exposure to liquid. 

WARNING: Do not santl, dry sweep driEt, saw, beadbiast, or mechanicaiiy chip or puNenze existing 
resdent fk>onng, backmg, limng feit or asphalhc'cut back' adhesnies These products may contain elther 
asbe.stos fibers or crystaBine sdica Avotd creating dust inhaiation of sucti dust is a cancer and resplratory 
traet hazard. Smoking by ind'nnduals exposetl to asbestos fibers greatly increases the risk of senous boddy 
hartn. Uniess positively certain that the product ts a non-asbestos containing matenal, you must prestxne It 
contains asbestos. Regulabons may require that the matenal be tested to determine asbestos content 

S. HAZARDS 
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IDENTIFICATION (CONT'D) 

HAZARD RATiNGS Degree of hazard (0 = law, 4= extreme) 

National Fre Protecbon 
Assoctation Heatth 2 	Flammabihty, 3 	Reacavity: 1 	Specdic Hazard None 

Hezardous Matenals 
Identfioabon System Heaith 2 	FfammabiNty 3 	Reactvny,  1 

4. 	FIRST AID MEASURES 

EYE CONTACT. Immediately flush with large amounts nf water for at least 15 minutes, 
occasionally lufbng the upper and lower eyelids. ConsuR a physician 
immediately 

SKIN CONTACT. Immediately flush with water for 15 rrunutes. Wash the contammated ekin 
with soap antl water. If clothing beoomes contaminatetl, launder before 
reuse. If irritation or pain develops, get medicak attention. 

INHALATION: If a person expenences nausea, headache, or dlzziness, person should stop 
work tmmedtatety and move to fresh air undl those symptoms disappear. If 
breathing is difficult, administer oxygen, keep the person warm and at rest, 
and call a physcian 	tn the event that an indrvidual tnhales enough vapor to 
lose conscrousness, that person should be moved to fresh air at onoa and a 
phystdan shouki be called imrrretliatety. If breathing has stopped, artifleial 
respiration shoukf be given immediately. In all cases, ensure adequate 
venbtabon and provide respiratory protecbon before the person retums to 
work. 

SWALLOVWNG DO NOT induce vomiting. Call a physluan at once; in the interim contact a 
poison centrol center. Administer water or mdk, bttt DO NOT gtve anything 
by mouth if the person ts unt=onscious or is having convulsions 

S. 	FIRE FIGHTING Flash Point 	15 °F 	 Test Method:  Taq cbsed cun  
MEASURES Lawer EacpEosive Limit: 	1 	 Upper Explosive Limi[: 	7 

Autoign3tion Temp 	No data  

EXTINGUISHING MEDfA Dry chemlcal or alcohoi-type foam Waterspray may be ineffectnre. 

SPECIAL FIRE FIGHTING Use waterspray to 000l flre-exposed surtaces, contalners, and to praiect 
PROCEDURES personnel 	Respiratory protecbon required for fire fightfng personnel. Stay 

upwmd if possible Cool exposed tanks with water. 

UNUSUAL FIRE AND 
EXPLOSION HAZARDS" HCI, CO„ and toxic peroxides could be released In flre. 

S. 	STEPS TD t3E TAKEN IN 	Keep public away. Shut off souru of spal if possible to do so 
CASE AAATERlAL IS 	wlthout hazard. Elimtnate sources of ignipon In case of substantial 
RELEASED OR SPILLED spilfed quantity, wam oocupants of downvnnd areas of exploston hazard. 

Prevent liquid from entering sewers, watercourses, or low areas 
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7. HANDtJNGI5TORAGE 	Keep container ctosed when not in us®. Do not handle or store near flarne, 
heat or strong oxidants Adequate ventlation requued. 

S. 	EXPOSURE CONTROLSI 
PERSONAL PROTECTtON 

EYE PROTECTION. Protect eyes from exposure to hquid or high corwentrabons o€ vapor Use 
ctremical splash goggles Have eye wash equipment nearby. 

SKIN PROTECTION• Protect slan from exposure. Wear chemical-reststant gloves (neoprene, 
nitrile, or rubher). Use good industnal hygiene pracbces (washing hands after 
use) to prevent slan frritat+on. 

VENTILATIOtV Use sufKcaent ventilatxon in volurne and pattem to lCeep air concentratlon 
below PEL or TLV. Vapors are heavier than aar and tnay aocumulate at floor 
level and in row areas, so use extra ventilation (explosion-proof equipment) to 
prevent such accumuNdtion Vapors wlll travel to a source of cgnihon suoh as 
sparks or open flame and flash back, so do not smoke or have other sources 
of ignition in the vicinity. 

RESPIRATORY If PEL or TLV is exceeded. !or example dunng use in a confined area, use a 
PROTECTION: NIOSHANSHA apgroved respirator wrth an organn vapor cartridge. At high 

concentraGons use a respirator with full face protecbon. At unknown 
oonoentrabons and tor fire fighting, use seN-contained breathing appangtus 
(SCBA). APways use respirators in aocordanee with instruchons 

S. PHYSICAL AND Boihng Polnt 702-230 °F 	Vapor Density: Heavier than air 
CHEMICAL PROPERTiE5 Density, 7 6lb5/aalton 	Evaporation Rate: No data found 

Vapor Pressure (mm Hg): Aonrox 100-  0 25 °C 
% Volatile by Volume: 76% 	SoWbility m Water (20 °C): Aporeuable 
Melting Pomt N6 	 Viscosity, Brookfield-*2 soindle = i~5,0 SRs 
Appearance' Clear to sliahtiv hazv oolorless hguid 

10. STABILITYIRFACTIVITY 	Statnhty: 	StO6e under normal storaoe cond tions 

CONDITIONS TO AVOID: 	Keep away from heat, sparks, flame or other sources of ignitron. 

INCOMPATtBLE 	 Strong oxidants, causbcs, amines, alk,anofamines, aldehydes, 
NWTERIAlS. 	 ammonia, peroxides. hydrides, and aads Will dissolve some plastica and 

coabngs, and chlorknated compounds 

HAZARDOUS DECOMPOSITION 
PRODUCTS. 	 HCI, CO„ and toxic peroxldes can be fonned in 6re 

POLYMERIZ,4TION. 	 Hazardoua polymerization not expected. 
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11. 	TDXICOLOGICAL No toxlcologlc data were fourul for thls mlxture of chemtcals The effects 
INFORMATION reported are those anttcipated based on the components of this producL 

POTENTiAL ROUTES Skin and lnhaia4on exposure are the most Irkely routes of axposure to this 
OF EXPOSURE. product, Do not swaUow this product! 

SIGNS, SYMPTOMS, ANO Fxposure to exoess vapor conoantrations of this product vnit cause'vritation 
TOXIC EFFECTS OF of the resp ratory tract wdh cough, dsfficulty breaehing, dryness of the throat. 
OVEREXPOSURE: etc. Exposure to hrgh vapor conoentratlons may cause central nenrous 

system depression, nausea, headache, dlzzmess, hlfarity, faintLrrg, or 
confusron. Extreme exposures could result 1n tachycardta, coma, or death. 
Dlrect eye or skin exposure to thas product wIN oause imta4on wllh stinging 
and watenng of eyes and dry, red siun. Ingestion results in pain or bummg of 
the gastrointesbnal tract and possrbly vomrting. Reports have assoclated 
repeated antl prolonged overexposure to solvents wtth permanent braln snd 
nenrous system dalrage 	Intentional nrisuse by deliberately conxntrating 
and inhaling the contents may be harmful or fata4 Prolonged overexposure 
to thts product may also cause Uver or Wdney damage, menstrual 
disturbances, or neufopethy charect®nzed by numbness and tingling tn 
extremibes 

ANIMAL TOXJCITY DATA: 
Component Inhalat.ion LC50 Dartnal LDSo, 

mgllog 
Oral LD50, ragikg 

Taluene rtquse, 5,320ppm/aM rabbd, 12,124 rat, 5,000 
Tetrahydrofuran rat, 21,ODO ppm(3ii No data found M. 1,550 
t,Aefhyl ethyl ketone raL 23.500 mglm 3l8F5 rabbit, 9,450 rat, 2.737 
PVCIPVA No data round. No data found No data taurM. 
Copolyrner 
BWtyl benzyl No data found. rabbe, >70,000 rat, 2,330 
phthalate 

REPRODUCTIVE EFFECTS. 	There are no data from humens exposed to this product to indicate 
reproduchve effeds The following data ere from anlmai expertments and 
may rxot prediet for human effects Tetrahydroturan Anrmal expermients 
tndicate posslble embryotoxtc etfects m embryos exposetl vie matemal 
exposufe dunng pregnancy Methyl ethyl ketone Exposure of pregnant rats 
to htgh vaporlevels has resutted in teratogenlc etfecls. Toiuene ,  Fetotoxic 
and teratogenrc etfacts have been reported m mlce exposed to vapor levels 
of tduene above the TLV while pregnant. Male rats exposed tc high levets of 
toiuene via inhatation stwwed eftects on testes and sperm 8u1y1 benzyE 
phthatate: At the htgh dose m a rat feeding study (approximatety 2.5 percent 
of the diet) a decrease in the welght of the testes was noted. One study fn 
rats reports unspeclfied changes in sperm at a high dose. No data were 
found for PVC/PVA Copolymer 

MUTAGENICi7Y DATA. 	This product has rxot bean tested for mutageniaty. Tetrahydrofuran, butyl 
benzyl phthalate, rneUlyt ethyl ketone, and toluene are generaily negatrve in 
mutagenrcfty tests No data were found for PVClPVA Copolymer. 

DESIGNATION AS POTENTIAL 	EPA desrgnates butyl berrzyl phthalate as Group C, a"posslble human 
CARCINOGEN. 	 carclnogen ' IARC designates PVC, PVA, and butyl benzyl phtnalate ac 

Group 3, "not olassiflable as to its carcrnogenlc+ty In humans ' 
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11. TOl(IGOLOGiCAL 
INFORMATION (CONT'O) 

MEDICAL CONDlTIONS 	Existrng skin, kuiney, Irrver, lung, nervous system, or eye disorders may be 
AGGRAVATED BY EXPOSURE aggravated by exposure to th ►s product. 

lNTERACTIONS 1MTH 	Methyl ethyl ketone enhances the neurotoxicdty of n-hexane and methyf n- 
CHEMICALS THAT ENHANCE 	butyl ketone Toluene can mteract with bertzene, chlonnated hydrocarbons. 
TOXICITY: 	 aspuin, and alcohol to interPere with the metabolllsm of these eompounds and 

thus aggravate thelr toxlc effects. 

12. ECOLOGICAL 
INFORMATION 	 Components of this product are toxic to aquat c Rfe. Do not dump into 

waterways, 

13. D18POSAL 	 D+sposal shouki conform to federal (4D CFR part 261), state, and local 
CONSIDERATIONS 	regulabons Betore attempttng cleanup, refer to hazard informatoon and 

personat protectwn intomtaUon in other seotions of this MSDS. tf waste is 
determined to be hazardous, use ircensed hazardous waste transporter and 
disposal faeillty 

14. TRANSPORTATION 
INFORMATION 

U.S.D.O T. PROPER SHIPPING 
NAME (HM215 Part 172.1011) : 	Consumer Commodity ORM-D-  

'ApplUCable atso to Canada via raii and truck. 
U.S.D.O.T.IDNO. 	 NotApplicable 

U S D O.T Labet Requ r®d: 	None 

U S D.O.T HAZA3tD CLASS: 	ORM-D 

U.S.D.O.T. PACKING GROUP' 	II 

-  Consumer Commoditv ORM-D ReOuirements : The gross weight of each 
paokage must not exceed 30 log (66 pounds) gross weight For Aammable 
liqurds in packrng Group 11, inner packag+ng must not exceed 10 L(0 3 
gailons) net capacdy each, packed In strong outer packaging. 

D O.T. proper shippmg name other than consumer commodity ORM-D 
exceptlons,  i.e Intemahonal(HM 216-A, Part 172.101) Ffammable Liquids, N.O.S. 
(crontains toluene and methyl ethyl ketone) 3, UN1993, LTD. Qty. PGII. 

D.OT.IDNo: UN1993 
D.O T l.abel Required Flammabie Liquid 
D.O.T. Hazard Class: Flammable Liquld 3 
D O.T. Packing Group 11 
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15.TRANSPORTATION 
tNFORMATION (CONT'O) 

CAUTION: SHIPMENTS VIA AIR ARE NOT PERMrTTED - Current packaging does not 
rtneet alt tire speciffic requirements for air shiQments. 

OTHER INFORMATION US Surface Freight Classificabon - Seam Sealer Lacquer (NMFC Item 149980) 

18. 	REGULATORY INFORMATION 

SARA 313 LISTING: This product oontains the fo9owing towc chemicals sublect to the reportkrg 
requirements of seWon 313 of the Emergency Pianning and Comnrurrity 
Rlght-To-Know Act af 1986 and of 40 CFR 372: 

CAS Number 	Chemcal Name 	Weight 56 

108-88-3 	 Toluene 	 30-35 

78-93-3 	Metlryl ethyl ketone 	 30-35 

Thie informaUon must be induded in all MSDSs Ihat are oopred or disMibuted 
forthis rneterial 

SARA 312 FtAZARD CLASS: This product is an `immed ate healtlt & fire hazard" under 40 CFR 370.2. 

SARAEXTREMELY 
HAZARDOUS SUBSTANCES: None of the oomponents of tfis product are I stad under 40 CFR 355. 

EPA HAZARDOtiS SUBSTANCES Tetrahydrofuran (CAS # 109 9") 15-20°b: RQ=1,000 lbs. 
LJST: (40 CFR 302 4) -  Butyl benzyl phthalate (CAS # 85-68-7) <5°h; RQ=1001bs. 

Toluene (CAS # 108-88-3) 30-35%; RGK1,0001bs 
Methyl ethyi ketone (CAS # 78-93-3) 30-35%. RQ=5,000 Ibe. 

CA PROPOSRION 65: WARNiNG± TMs produd contains chenucals known to the state of Calilomia 
to cause deveiopmental toxruty (30-3596 toluene) 

PENN. RIGHT•TO-KNOW AN required componants are identified. 

N.J. RIGHT-TO•KNOW Aft required components are tderrtifced. 

MASB. RIGHT-TO-KNOW, AN required corrµtonents are identi5ed. 

TSCA INVENTORY STATUS AII companernts of this product are listed on the TSCA Inventory. 

CANAOIAN WHMIS CLASS' B2, Flammable Liquid, D28, Poisonous and infectlous material. 

16. OTHER IWORMATION 

REVISIONS. 	 Enbre MSDS fevised October 7, 1997- 

PREPARED BY• 	 i(arch & Assoraates, Inc , using standard references and Informetion provMed 
and directed by Congoleum. 
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